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Item # Description Set Qty 

CT10 4'x9' Custom Tacky Blanket Filter 2 

CT11 2'x9' Custom Tacky Blanket Filter 1 

CT12 4.5'x9' Custom Tacky Blanket Filter 2 

CT14 4'x13.5' Custom Tacky Blanket Filter 2 

CT16 20"x25"Custom Tacky Panel Filter w/ frame 20 

CT17 20"x25" Custom Tacky Panel Filter w/o frame 20 

CT18 20"x50" Custom Tacky Panel Filter w/ frame 10 

CT19 20"x50" Custom Tacky Panel Filter w/o frame 10 

CT20 20"x20" Custom Tacky Panel Filter w/ frame 20 

CT21 20"x20" Custom Tacky Panel Filter w/o frame 20 

CT24 20"x48" Custom Tacky Panel Filter w/ frame 10 

CT25 20"x48" Custom Tacky Panel Filter w/o frame 10 

CT26 16"x20" Custom Tacky Panel Filter w/ frame 20 

CT27 16"x20" Custom Tacky Panel Filter w/o frame 20 

CT28 16"x25" Custom Tacky Panel Filter w/ frame 20 

CT29 16"x25"Custom Tacky Panel Filter w/o frame 20 

CT30 20"x46" Custom Tacky Panel Filter w/ frame 8 

CT31 20"x46" Custom Tacky Panel Filter w/o frame 8 

CT32 24"x24" Custom Tacky Panel Filter w/ frame 20 

CT33 24"x24" Custom Tacky Panel Filter w/o frame 20 

Item # Description Set Qty 

310 4'x9' 300 Series Blanket Filter 2 

312 4.5'x9' 300 Series Blanket Filter 2 

314 4'x13.5' 300 Series Blanket Filter 2 

316 20"x25" 300 Series Panel Filter w/ frame 20 

318 20"x50" 300 Series Panel Filter w/ frame 10 

320 20"x20" 300 Series Panel Filter w/ frame 20 

324 20"x48" 300 Series Panel Filter w/ frame 10 

326 16"x20" 300 Series Panel Filter w/ frame 20 

328 16"x25" 300 Series Panel Filter w/ frame 20 

330 20"x46" 300 Series Panel Filter w/ frame 8 

330-14 20"x46" 300 Series Panel Filter w/ frame 14 

332 24"x24" 300 Series Panel Filter w/ frame 20 

 

CT & 300 Series Tacky Intake Filters 

 
 

 
 

300 Series 

Product Application 
Use in crossdraft applications where the user 
requires a good basic filter and cost is a major 
consideration. 
Product Specifications 
• 1.5" green, 2-ply, self-sealing, tackified 

polyester media. Panels are heat sealed 
around steel frame. 

• Available in panels, pads, and blankets 
• 83% efficient @ 5-10 micron range @ 100fpm. 
 

Custom Tacky Series  
Product Application 
Use in crossdraft applications. The industry 
favorite, the Custom Tacky® is a long-life filter  
that is a proven performer at a great price. 
Product Specifications 
• 2" blue, 2-ply, self-sealing, tackified polyester 

media.  Panels are heat sealed around steel 
frame. 

• Available in panels, pads, and blankets 
• 94% efficient @ 5-10 micron range @ 100fpm. 
 


