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4027 EXTRA-LONG WAFFLE GRID HOSE CLAMP PLIERS
32x19mm head w/ multi-directional slotted pattern. Spring-loaded w/ locking 
mechanism. Opens to 65mm. OAL: 11-3/4" (28cm).

1013 MULTI-DIRECTIONAL HENN CLAMP 
REMOVAL TOOL
Designed for the loosening or opening of HENN clamps 
found on coolant hoses & charge air hoses. T-Handle 
features a removable working end. Working end can 
be adjusted to angled (90°) and straight.

4029 CLIC/CLIC-R HOSE CLAMP PLIERS
Locks/unlocks reusable 'Clic' & 'Clic-R' hose clamps 
on Benz, Fiat, Chrysler, Dodge, BMW, 
Audi, & more.
OAL: 7" (17.5cm).

1051 4 PC. FLEX NUT DRIVER SET - HEX
Long flex cable shaft. OAL: 10” (25cm)
1055 - 5mm 1056 - 6mm     1057 - 7mm      1058 - 8mm

1100 2 PC. FLIP SOCKET 
FLEX NUT DRIVER SET - HEX
Long flex cable shaft. 
OAL: 10.75” (27cm)
Replacement flip sockets:
1101X01 - 1/4” x 5/16” (8mm)
1102X01 - 6mm x 7mm

30mm round head diamond pattern. 
Spring loaded up to 55mm. 30° 
bend for easier access. 
OAL: 13.5" (34.5cm).

Flexible shaft for hard-to-reach areas. Services BMW, Mercedes, Porsche, 
Volvo, Saab, VW & Audi Brakes, Transmissions, air intake fasteners, etc.
Special no-slip grip. Includes sizes: E4, E5, E6, E7 & E8

8960 5 PC. E-TORX  FLEX DRIVER SET

1048 EXTRA LONG CIRCLE HEAD 
HOSE CLAMP PLIERS 

NEW!NEW!

®

1050 MULTI-DIRECTIONAL 
HOSE CLAMP PLIERS
65mm extra-wide head w/ 
bi-directional slotting. Services
VW/Audi lines & more.
OAL: 8" (20.5cm).

8832 FLAT-BAND HOSE CLAMP PLIERS 
Remove & Install 
flat-band style hose 
clamps on Ford, GM 
& more. Spring-loaded 
ratchet lock. 
OAL: 9” (23cm).

8834 ANGLED HOSE CLAMP PLIERS 
Remove & Install flat-band style hose clamps on hard-to-reach areas. 45° jaws 
with ribbed 
design, 
Spring-loaded 
ratchet lock. 
OAL: 10” (25cm).

5055 FLEX NUT DRIVER - 10MM HEX
Long flex cable shaft. OAL: 10” (25cm) NEW!NEW!

8810 HOSE REMOVER PLIERS
Remove fuel, vacuum or heater 
hoses from 1/4” to 3/4” 
(6mm to 9mm) diameter. Push 
pliers between hose end & squeeze 
handles. Spring-loaded. OAL: 9” (23cm).

8800 HOSE PINCH-OFF PLIERS
Clamp hoses & vacuum 
lines w/ swivel 
jaws that maintain 
parallel clamp. 
Built-in ratchet mechanism 
thatlocks handle position. OAL: 10” (25cm).

3490 2 PC. STEEL LINE 
STOPPER SET
Seal steel lines on fuel, brake, AC, 
power-steering, transmission, and banjo 
lines. Prevents leaks & contamination. 
Fits 3/8”, 1/2”, 5/16” & banjo lines.

Visit ctatools.com for application details




