| Model | Free Speed rpm | $\begin{gathered} \text { Chuck } \\ \text { Size } \\ \text { in }(m m) \\ \hline \end{gathered}$ | Rated Power hp (kW) | Net Weight lb (kg) | Overall Length in (mm) | Average Air Consumption cfm (L/min) | Air Consumption @ Load cfm (L/min) | Sound Pressure / Power dBA | Air <br> Inlet NPTF in | $\begin{aligned} & \text { Min Hose } \\ & \text { Size } \\ & \text { in }(\mathrm{mm}) \end{aligned}$ |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| 1/4" MINI TOOL DRILL / DRIVER |  |  |  |  |  |  |  |  |  |  |
| 7804XP | 1,600 | 1/4" | N/A | 1.7 (0.78) | 7.3" (184) | 1.9 (54) | 17.5 (495) | 83.6 / 94.6 | 1/4" | 3/8" (10) |
| 3/8" CHUCK - RIGHT ANGLE DRILL |  |  |  |  |  |  |  |  |  |  |
| 7807R | 1,800 | $3 / 8$ " (10) | 0.33 (0.25) | 2.4 (1.13) | 8.1" (206) | 4 (113) | 17 (481) | $89 / 102$ | 1/4" | 3/8" (10) |
| 1/4" CHUCK SCREWDRIVER |  |  |  |  |  |  |  |  |  |  |
| 371 | 1,800 | 1/4" hex | 0.44 (0.33) | 2.5 (1.15) | 7.4" (188) | 4 (113) | 29 (821) | 78 / 91 | 1/4" | 3/8" (10) |

## 7804XP

1/4" Mini Drill / Driver

- Double-sided, adjustable speed settings provide variability for a broader range of applications
- Double-bearing construction for longer life, impressive balance, and reduced vibration
- Reversible motor control


## 7804 K

1/4" Mini Drill / Driver Kit

- Includes 22-piece drill bit and driver set


Hard-hitting 5-vane motor delivers smooth and robust performance

## 7807R

3/8" Angle
Reversible Drill
The 7807R is an excellent choice for service work requiring a compact, low-profile angle head. It's a durable, reliable tool for drilling in all types of materials, including sheet metal, wood, and composites.

- Durable Jacobs multi-craft chuck
- Reversible, with convenient control
- Precision machine gearing ensures maximum power tranfer and durability


