
56 57

H
e

in
-W

e
rn

e
r 

A
u

to
m

o
ti

ve

JACK
STANDS

25 Ton Truck Jack 
With 3” Adapter

20 Ton
Truck Jack

6  Ton 
Jack Stands

3 Ton Jack Stands

10 Ton 
High Reach 
Jack Stands

TRUCK
JACKS

HW93733

HW93265

HW93735A
HW93511

HW93503

HW93506

Model Description Height
(Min/Max)

Power 
Raise

Handle 
Length

Ext 
Screw

Operating 
Pressure 

(PSI)

Base Size
(L x W) Weight

HW93735A 25 Ton Truck Jack w/ 3” Adapter 8.25” 21.50” 5.13” 53.00” 5.13” 110-200 20.00” 14.00” 124.00 lbs
HW93733 20 Ton Truck Jack 9.00” 19.75” 6.00” 52.50” 4.75” 110-140 8.00” 17.00” 88.50 lbs
HW93265 Saddle Adapter For use with HW93733 8.26 lbs        

Model Description Height
(Min/Max)

Height 
Intervals

Base Size
(L x W)

Saddle Size
(L x W) Weight

HW93503 3 Ton Jack Stands 12.13” 19.00” 0.69” 7.25” 9.00” 1.00” 4.50” 18.50 lbs
HW93506 6 Ton Jack Stands 16.25” 25.75” 0.63” 10.25” 13.00” 1.00” 5.00” 41.00 lbs
HW93511 10 Ton High Reach Jack Stands 30.00” 52.00” 2.00” 19.00” 19.00” 3.00” 5.75” 148.00 lbs

3” Extension
Adapter Included

Large
Rubber Wheels

1” 3” and 5” Steel 
Adapters

Coated Ram

Pressure Relief 
Valve (Not Shown)

Dual Purpose 
Handle

Large Saddle Heavy Duty 
Pin Style

Integrated
Carrying Handle

Stamped Base

Multi Position 
Ratchet Bar

* Rated capacity for all jack stands are rated to be used in matching pairs.
** Except HW93503 and HW93506 **

Saddle Adapters


