
HL SERIES800 LUMENS

LUMENS:  800
CANDELA:  15,000 
DISTANCE:  245m 
RUN TIME: 1h 45m

HL SERIES

TLR-2 HL Laser only mode: 45 hours of run time

800 LUMENS

73

HIGH-LUMEN DOMINATION THROUGH
MAXIMUM ILLUMINATION.

TLR HL FAMILY OF LIGHTS

TLR-1  HL® TLR-2  HL®

TLR-1 HL
BATTERY: (2) 3V “CR123A” lithium
SIZE: 3.39" x 1.47" x 1.44"  
(8.61 x 3.73 x 3.65 cm)

WEIGHT: 4.18 oz (118.6 g) 
COLOR: Black, Flat Dark Earth  
or Flat Dark Earth Brown

TLR-2 HL
BATTERY: (2) 3V “CR123A” lithium
SIZE: 3.39" x 1.47" x 1.83"  
(8.61 x 3.73 x 4.64 cm)

WEIGHT: 4.78 oz (135.5 g) 
COLOR: Black

TLR-1 HL TLR-2 HL
69260 69261 Includes Rail Locating Keys for use with Glock®  
  style, 1913 Picatinny, S&W 99/TSW, and Beretta®  
  90two. Lithium batteries. Black.
69266 — Includes Rail Locating Keys for use with Glock®  
  style, 1913 Picatinny, S&W 99/TSW, and Beretta®  
  90two. Lithium batteries. Flat Dark Earth.
69267 — Includes Rail Locating Keys for use with Glock®  
  style, 1913 Picatinny, S&W 99/TSW, and Beretta®  
  90two. Lithium batteries. Flat Dark Earth Brown.
69262 — Long Gun Kit includes: TLR-1 HL with thumb screw  
  and “safe off” door switch, remote pressure  
  switch and mounting clips, lithium batteries.  
  For pistol mounting the kit also includes standard  
  door switch, rail locating keys. Lithium batteries.  
  Black.

These versatile tactical lights fit handguns and long-guns, and you 
can switch from one to the other in seconds. Their wide peripheral 
beam lets you see what’s all around you, including what’s lurking in 
corners. Includes a strobe for signaling/disorienting. Unbreakable, 
scratch-resistant, gasket-sealed lens. Operates in temperatures 
from -40°F to +120°F. Impact resistant. Easy, fast battery instal-
lation/replacement. The TLR-1 HL is IPX7 rated waterproof to 1 
meter for 30 minutes. TLR-2 HL features a 650-660nm red laser 
and IPX4-rated for water resistance.

WHITE LIGHT ILLUMINATOR   WHITE LIGHT ILLUMINATOR // RED LASER

WHITE LIGHT ILLUMINATOR // GREEN LASER

TLR-1 HL Long Gun Kit

TLR-2 HL® G

TLR-2 HL G
BATTERY: (2) 3V “CR123A” lithium
SIZE: 3.39" x 1.47" x 1.83" (8.61 x 3.73 x 4.64 cm)

WEIGHT: 4.78 oz (135.5 g) 
COLOR: Black

69265 Includes Rail Locating Keys for use with Glock® style,  
 1913 Picatinny, S&W 99/TSW, and Beretta® 90two.  
 Lithium batteries. Black.

This light features a direct drive green laser and powerful high-
lumen white LED. The green is clearly visible to guide your aim even in 
bright sunlight. You can count on the light and laser even in extreme 
temperatures from -40°F to +120°F. IPX4 rated for water resistance.

With ((STROBE))
Double tap tailswitch to activate.

With ((STROBE))
Double tap tailswitch to activate.

LUMENS:  800
CANDELA:  15,000 
DISTANCE:  245m 
RUN TIME: 1h 30m
Laser mode: 17 hours of run time

TLR-1 HL®  Available in  
Flat Dark Earth and FDE Brown


